
Summary of Bosch injectors used in various Jaguar Engines. Information courtesy of Stan Weiss. (http://users.erols.com/srweiss/tableifc.htm)  

Note that the flow rates are not all at the same supply pressure. 

 
Flow Rating @ 

Flow @ 43.5 
PSI / 3 Bars 

.52 BSFC - Est. 
HP Duty Cycle    

Part Number lbs/hr 
cc 
/min 

grams 
/min 

PSI BARS lbs/hr cc /min 80% 95% Feed 
Imped 
ance 

Application 

0-280-150-129 18.2 191.3 137.6 - - - - 28 33.3 EV1 Low Jaguar 6-3.2L, 6-3.6L 

0-280-150-133 18.2 191.3 137.6 - - - - 28 33.3 EV1 Low Jaguar 6-4.0L 

0-280-150-151 22.9 240.7 173.1 29 2.0 28.05 294.8 35.2 41.8 EV1 Low Jaguar 6-4.2L , BMW 6-3.0l, 6-3.2l 

0-280-150-157 20.4 214.4 154.2 36.25 2.5 22.35 234.9 31.4 37.3 EV1 Low Jaguar 3.6L, 4.0L, 6-4.2L 

0-280-150-157 22.83 239.9 172.6 43.5 3.0 22.83 239.9 35.1 41.7 EV1 Low Jaguar 3.6L, 6-4.2L 

0-280-150-165 22.2 233.3 167.8 43.5 3.0 22.2 233.3 34.2 40.6 EV1 Low Jaguar 3.6L, 6-4.0L 

0-280-150-166 20.3 213.4 153.5 43.5 3.0 20.3 213.4 31.2 37.1 EV1 Low Jaguar 6-4.2L 

            
V12 Engine ... 

0-280-150-014 - - - - - - - - - EV1 Low Jaguar V12-5.3L 

0-280-150-023 33.5 352.1 253.3 43.5 3.0 33.5 352.1 51.5 61.2 EV1 High Jaguar V12, Saab Turbo 99-2004 trionic7 

0-280-150-035 30.5 320.6 230.6 29 2.0 37.35 392.6 46.9 55.7 EV1 Low Jaguar V12-5.3L, M B 6-2.8l, Saab 1.9l, 2.0l 

0-280-150-045 38.1 400.4 288 - - - - 58.6 69.6 EV1 Low Jaguar V12-5.3L, M B 6-2.5l, 6-2.9l, Saab 1.9l, 4-2.0l 

0-280-150-105 18.1 190.2 136.8 43.5 3.0 18.1 190.2 27.8 33.1 EV1 Low 
Jaguar XJS, Alfa v6-2.5l, v6-3.0l, Opel 4-1.9l, 2.9l, Porsche 
4-2.0l, Renault 4-1.6l, Range Rover v8-3.5l, Triumph 2.0l, v8-
3.5l 

0-280-150-163 17.2 180.8 130 43.5 3.0 17.2 180.8 26.5 31.4 EV1 Low Jaguar V12-5.3L 

0-280-150-164 17.2 180.8 130 43.5 3.0 17.2 180.8 26.5 31.4 EV1 Low Jaguar V12-5.3L 

0-280-150-217 16.0 168.2 121 36.25 2.5 17.53 184.2 24.6 29.2 EV1 High Jaguar V12-5.3L, V12-6.0L, Buick v6-3.8l 

0-280-155-007 18.27 192 138.1 43.5 3.0 18.27 192 28.1 33.4 EV4 Low Jaguar V12-5.3L, V12-6.0L 


